
STANDARD & ADVANCED
BENCHTOP FILTER KIT
INSTALLATION GUIDE

NOTE: PLEASE READ THROUGH THE INSTRUCTIONS CAREFULLY BEFORE USING OR
INSTALLING THE PRODUCT AND ENSURE THAT THE MANUAL IS KEPT IN A SAFE
PLACE FOR FUTURE REFERENCE. 

FOR SERVICE AND TECHNICAL ADVICE ON THIS PRODUCT CALL 0800 801 802* OR
EMAIL CUSTOMERSERVICES@JUSTWATER.CO.NZ
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Benchtop Filter Kit Installation Guide

Setting Up Your Benchtop Filter Kit

1) Remove the filter from
it’s wrapping and run
cold water through the
middle of the cartridge to
remove any excess
carbon.

2) Open the filter
housing by unscrewing
the top and place the
cartridge inside. Refit
the lid and tighten.

3)  Options: Based on
your tap/faucet style,
choose the suitable
suction cup or diverter
valve. Trim excess hosing
and attach the chosen
option.

Option 1: Fit the suction
cup over the neck of your
tap/faucet.

Option 2: Install diverter
valve. Remove the aerator
from your faucet. Install
the diverter adaptor in its
place. Screw the diverter
valve to the adaptor and
tighten by hand.

4) Turn on the water tap slowly – do not run it
too fast as the pressure may force the suction
cup off. The water will begin flowing through the
filter and out of the spout after about a minute.
Ensure this is done over the sink and let it run for
a short while to flush out any residual carbon
fines


